n e t c o
ELECTRIC HEATING OF TANKS/VESSELS QUESTIONAIRE
CLIENT:
………………………………..
ENQUIRY NO:………………      DATE:……………….

ADDRESS:
………………………………..



………………………………..
OFFICE TEL:  ……………….     ……………………….



………………………………..
OFFICE FAX:
 ……………….



………………………………..
EMAIL:……………………….

SITE LOCATION:……………………………
SITE TEL:…………………….     FAX:………………….

CLIENT CONTACT:…………………………..

Dimensioned drawing required of Tank/Vessel with details of Outlets,Manways, Process and Location 
TANK/ VESSEL REF:…………………………… CAPACITY……………………… PRODUCT……………………….

DIAMETER………………………………………. HEIGHT/LENGTH (Tan to Tan)……………………………………… 
Tank Ends:

   Dished                         Height of Dished End                  Flat 

Tank Position

   Vertical

    Horizontal                           Legs                  Wall  
and Supports
Distance between Supports……………………………   Is Tank Agitated……………………………………….
Thermal Insulation Specification & Thickness…………………………………………………………………….


Is Location Electrically Hazardous?               NORMAL                  ZONE 1                     ZONE 2
TANK/VESSEL MATERIAL………………………..  TANK LINING………………………………………….
LIQUID LEVEL IN TANK:                          NORMAL                   MINIMUM               MAXIMUM


STORAGE TEMPERATURE:                      NORMAL                   MINIMUM               MAXIMUM

Minimum Ambient Temperature…………………………  OUTDOOR/INDOOR……………………………….

If the contents are to be raised in temperature, state the minimum temperature from which it is to be raised:-

………………………………………………………………………………………………………………………

Maximum time available to raise to operating temperature:………………………………………………………..

Electrical Supply Voltage Available:………………………………………………………………………………..

                Netco Ltd, 4 Watt House, Pensnett Estate, Kingswinford, West Midlands, DY6 7YD

                Telephone: 01384 400750,  Fax: 01384 400314, E-mail: mail@netcotraceheating.com


