n e t c o
ELECTRIC TRACE HEATING ENQUIRY QUESTIONAIRE

CLIENT:
………………………………..
ENQUIRY NO:………………      DATE:……………….
ADDRESS:
………………………………..



………………………………..
OFFICE TEL:  ……………….     ……………………….


………………………………..
OFFICE FAX:
 ……………….


………………………………..
EMAIL:……………………….
SITE LOCATION:……………………………
SITE TEL:…………………….     FAX:………………….
PROJECT PIPEWORK DRAWING REF:…………………… CLIENT CONTACT:…………………………..
TRACE HEATING REQUIRE TO:

  FROST PROTECT                       MAINTAIN A GIVEN 







                                                TEMPERATURE 






   RAISE TEMP. STATIC              RAISE TEMP. FLOWING

PIPE REFERENCE………………  PIPE MATERIAL……………… PRODUCT IN PIPE…………………..
PIPE LENGTHS………………………………………………………………………………………………….
PIPE OUTSIDE DIAMETERS…………………………………………………………………………………..
No. and SIZE OF:
VALVES…………………   FLANGES…………………….
BENDS………………
OTHER ITEMS e.g.:
PUMPS…………………..   FLOW METERS………………  
FILTERS…………….
INDOOR OR OUTDOOR……………………………………….
Is the area electrically hazardous?………………………………………………………………………………… 

If YES, state Zone classification and T rating……………………………………………………………………..
Temperatures to be maintained…………………………………………………………………………………….
Max allowable product temperature………………………………………………………………………………..
Min allowable product temperature…………………………………………………………………………………
Min ambient temperature……………………………………………………………………………………………
If the pipe system and product is to be raised to an operating temperature from cold state:-

(a) Minimum initial temperature…………………………………………………………………………………….
(b) Maximum time available to raise temperature…………………………………………………………………..
Specific heat and latent heat of fusion of product if known…………………………………………………………

Electrical supply voltage available…………………………………………………………………………………..
Thermal Insulation specification and thickness………………………………………………………………………
………………………………………………………………………………………………………………………...
                Netco Ltd, 4 Watt House, Pensnett Estate, Kingswinford, West Midlands, DY6 7YD

                Telephone: 01384 400750,  Fax: 01384 400314, E-mail: mail@netcotraceheating.com


